
Userful Server Specifications
Professional+ Server

Introduction
Userful Professional+ Servers are designed to deliver maximum value. Consult with a Userful Account Manager
and Sales Engineer before planning your deployment.

Specifications

Component Specification

Chipset Intel C422

CPU Intel Xeon W2295 - 18 Core

Memory 64GB DDR43200 ECC 416GB

Storage 256GB M.2 NVMe

GPU NVIDIA RTX A4000

Power OEM 1000W PSU

Network 1x or 2x onboard 1Gb network adapter (Intel i219LM
Gtek Intel X550T1 10Gb Ethernet) or
Trendnet TEG-10GECSFP 10Gb SFP+

Capture 2x Blackmagic DeckLink Duo 2 SDI with HDMI connector pack - 8 ports 1080p60 Std.)
2x Blackmagic DeckLink Quad HDMI  8 ports 4K60 (optional)

Weight 17kg / 37lb

Dimensions HP 169mm/6.65" W x 445mm/17.5" D x 386mm/15.2" H
Lenovo: 165mm/6.5" W x 460mm/18.1" D x 440mm/17.3"H (with feet)
Dell: 176.5mm/6.95" W x 518.2mm/20.4" D x 417.9mm/16.45" H

Rack Mount 4U, kit optional

Warranty 3-years Manufacturer Warranty

Security Power-on and admin password. TPM, TCG 2.0 compliant, switch to 1.2 via UEFI setting.
Optional access panel lock, Kensington lock, and padlock.

Available Systems Lenovo P520 Tower
HP Z4 G4 Tower
Dell Precision 5820 Tower*

*Dell systems are certified, but not sold, by Userful. Specific models are subject to availability.
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