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Centerm C75 is a zero client designated for resource sharing system and applied to Userful

Multiplatform and Userful Desktop.
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1. Keyhole, fix C75 safety 9. USB port
2. Reset 10. DC port 5V, for AC adatpor
3.  Mic-in 11. USB port
4. Line out 12. USB port
5. VGA port 13. USB port
6. HDMI port (Optional) 14. LED light
7. LAN port
8. Switch
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Specification

Chipset SOC SMSC UFX6000
Graphic Resolution rate VGA: Up to 2048*1152
Optional HDMI: Up to 1920*1080@60Hz
Video port VGA D-sub 15
HDMI Optional
1/0 Peripheral Support 4 x USB
1 x Line out
1 x Micin
1xDC
1 x Keyhole
Networking LAN x1 (10/100/1000 Base-T Fast Ethernet, RJ-45)
Physical Characteristics: Dimension Terminal Box: 93.5x93.5x20.5(mm)
Weight 200g
VESA bracket VESA Mounting Kit
Environment Heat Dissipation Fan less design
Noise No noise
Working Temperature 0°C - 40°C
Non-working Temperature -40°C-55°C
Working Humidity 30%-90%
Non-working Humidity 20%-93%
Power adaptor Input/ Output voltage 100 ~ 240 VAC / +5V DC
Estimated Frequency 50~60 Hz
Estimated Current(Max) 3A
Power Consumption Effective Power 3.3 Watts
OS on server os Windows® MultiPoint™ Server

Userful Multiplatform
XP,Win7, Win8 - for Monitors AnyWhere digital signage
Certificate FCC, CE, RoHS, Energy Star
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http://www.monitorsanywhere.com/
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